


LED PENDANT |

100-150 Watt, 6” Fresnel Lens
Available in 8 fixed beam angles

S Up to 9579 Lumens Output Field Adjustable Beam Angles
New RAL Powder Coat Colors 80 Watt, 4.5” Fresnel Lens, Up to 5200 Lumens

.6‘ All The Light Source, Inc. LED downlights share an exceptionally efficient light engine that is intensively thermal managed to increase brightness and life.
With an extremely even light beam, the fixture is fully DMX dimmable and dims smoothly all the way to zero. The massive heat sink keeps the LEDs cool
and efficient, eliminating the need for noisy fans that can fail over time. Decreased energy usage, lower heat levels, and minimal maintenance 6“}

yield a substantial return on investment. The fixture is guaranteed for 10 years and is ETL approved in both the US and Canada.
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RECESSED FIXTURES P

Recessed Mini-Recessed Micro-Recessed
100-150 Watts, 6” Fresnel Lens 80 Watts, 4.5” Fresnel Lens 40 Watts, 2.5” Lens | €.




RGBW FOUR COLOR HOUSE LIGHT

The Light Source RGBW house light offers incredibly rich color, as well as a beautifully crafted white. High light output combines with low wattage to

create a quality, low maintenance, energy efficient luminaire. Using only 120 input Watts, The Light Source RGBW puts out over 6,400 lumens. 36

white Cree LED’s provide full spectrum color without having to mix the RGB’s. The colors are created with a mix of 117 Cree red, blue, and green
LED’s and can be mixed to any color using up to 120 Watts of the RGBW LED’s. ETL listed, The Light Source RGBW house light is available in all
models with the choice of a 72, 60, or 46 degree beam angle. Fixtures can be customized in your choice of optional anodized color. (“l
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SM SERIES @. DIMMABLE @. | GLARE SHIELDS

SURFACE MOUNT LED  UTILITY LIGHT

LED HEAD WITH REMOTE DRIVER @. LED WORK LIGHT @.

Can operate up to 120 feet away from the light fixture Same light engine but with a lower profile
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RECTANGULAR ENCLOSURE

Mounts pendant fixture to a vertical surface
with just four screws.

The rectangular and cylinder enclosures are available in white, black, and optional powder coat colors.
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CYLINDER CASING PENDANT MOUNTS @.
Slides up over the pendant fixture DivCon pivoting or 90 degree junction box
and locks in place. with separate paths for power and data.
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PaoTtoMETRIC DATA

| LIGHT

OURCEN
Fixture Power Input  |Photometrics Distance Beam Intensity and Beam diameter on floor in feet at different mounting heights in feet
and Beam Angle Watts |Beam |Field |Lumens |Lum/Watt | @ Multiplier Candela Mounting Height 8 10 12 15[ 20f 25| 30 35| 40| 45| S0
100 Watt 78 Degree 100 82 95 9,579 95.5 1.75 6,040 Footcandles| 94| 60| 42| 27 15| 10 7 5 4 3 2
Beam Diameter| 14| 18| 21| 26| 35| 44| 53| 61| 70| 79| 88
100 Watt 65 Degree 100 70 80 9,172 91.5 1.40 7,904 Footcandles| 123| 79| 55| 35[ 20| 13 9 6 5 4 3
Beam Diameter| 11| 14| 17| 21| 28| 35| 42| 49| 56|/ 63| 70
100 Watt 52 Degree 100 56 79 9,546 95.2 1.08 11,056 Footcandles| 173| 111 77| 49| 28| 18| 12 9 7 5 4
Beam Diameter 9| 11| 13| 16| 22| 27| 32 38| 43| 48| 54
100 Watt 44 Degree 100 49 67 9,089 90.7 0.90 14,238 Footcandles| 222| 142| 99| 63| 36| 23| 16| 12 9 7 6
Beam Diameter 7 9| 11| 14| 18| 23| 27 32| 36| 41| 45
100 Watt 36 Degree 100 40 55 9,234 92.0 0.75 21,191 Footcandles| 331| 212 147| 94| 53| 34| 24| 17| 13| 10 8
Beam Diameter 6 8 9| 11 15| 19| 23| 26|/ 30| 34| 38
100 Watt 30 Degree 100 32 48 8,977 89.6 0.61 28,495 Footcandles| 445| 285| 198| 127| 71| 46| 32| 23| 18| 14| 11
Beam Diameter 5 6 7 9 12| 15| 18| 21| 24| 27| 30
100 Watt 25 Degree 100 28 42 8,664 86.3 0.51 34,155 Footcandles| 534| 342| 237| 152| 85| 55| 38| 28| 21| 17| 14
Beam Diameter 4 5 6 8| 10| 13| 15| 18| 20| 23| 26
100 Watt 20 Degree 100 22 33 7,995 79.7 0.41 46,998 Footcandles| 734| 470( 326| 209| 117| 75| 52| 38| 29| 23| 19
Beam Diameter 3 4 5 6 8| 10| 12| 14| 16| 18| 20
Beam angle is to 50% of center intensity, Field angle is to 10% of center intensity. 3000 Degrees Kelvin, Minimum 80 CRI, Typical 82 CRI,
Universal Power Input 100-277VAC - 100 Watts wall plug Ratings: 120V .84 amps .99 PF, 208V .5 amps .95 PF, 240V .44 amps .92 PF, 277V .4 amps .86 PF
The Light Source fixtures are available in 2700K, 3000K, 3500K, 4000K, and 5000K.
Fixture Wattage 100 120 150
Lumen/Intensity Multiplier ~ 1.00| 1.1557 1.3338 IW
CATALOG NUMBERS
Example: HL100B78-30CXP
FIXTURE SERIES INPUT WATTAGE FINISH OPTICAL BEAM ANGLE = LED COLOR TEMPERATURE
HL Pendant 150 B Black 78 78° 6” Fresnel lens 27 2700K
RL Recessed 120 C Custom Color 65 65° 6” Fresnel lens 30 3000K
WL Work Light 100 W White 52 52° 6” Fresnel lens 35 3500K
RD Remote Driver 44 44° 6" Fresnel lens 40 4000K
UL Utility Light 36 36° 6” Fresnel lens 50 5000K
SM  Surface Mount 30 30° 6” Fresnel lens 56 5600K
25 25° 6” Fresnel lens
20 20° 6” Fresnel lens
POWER CONNECTION DATA CONNECTION FIXTURE SUPPORT METHOD | - CRI
C Conduit into fixture 100V to 277V D DivCon System C 1/2” Rigid Conduit 82 Typical
D DivCon System 100V to 277V | IDC Plug on Header D DivCon System E 90+
E Recessed Only, J External RJ-45’s K 3/32” to 1/8” Wire Rope
Conduit, 120V Thermal Sensor N Non dimming fixture - No data L Long Yoke with 1/2” Bolt
F Recessed Only, T Screw Terminal Plug on Header M Mega-Clamp
Conduit, 208V Thermal Sensor W Wireless Lumen Radio Control P Purlin Clamp
G Recessed Only, X External 5 Pin XLR’s R Recessed 11” diameter rough in
Conduit, 220V Thermal Sensor Z External 3 Pin XLR’s T Trunion
H Recessed Only, U 1/2” Threaded Rod
Conduit, 240V Thermal Sensor V 3/8” Threaded Rod
I Recessed Only,
Conduit, 277V Thermal Sensor
P Panel Mount Powercon. 100V to 250V
R 1/2” Romex cable clamp 100V to 277V
W 18/3 SJO 72” wire whip 100V to 277V
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704-504-8399 + thelightsource.com + 3935 Westinghouse Blvd, Charlotte, NC 28273




